
M18 HCCT109/42-522C
M18™ FORCE LOGIC™ HYDRAULIC 109 KN CABLE CRIMPER

Crimping force (kN) 109

Crimping range (mm²) 16 - 400

Jaw opening capacity for
connector (mm)

4 2

Weight with battery pack
(EPTA) (kg)

5.6 (M18 B2)

Kit included
1 x M18 B5, 1 x M18 B2
Battery packs, M12-18 FC
Charger, Kitbox

Article Number 4933459273

www.milwaukeetool.eu

Lightest, most balanced tool with ergonomic grip design

Red alignment marks on the tool jaws aid accuracy in crimp
placement

Sealed electronics resist harsh environments with dirt, dust
and moisture

42 mm jaw opening and 350° head rotation provides easy
positioning and access, even for large connectors

Crimps connectors with 109 kN of force

PFM™ (Predictive Force Monitoring) with auto complete
ensures full pressure and provides instant pressure verification
with green indicator

Allows to crimp connectors up to 400 mm²

Universal die reception to fit most common U-Dies (C shaped
dies) on the market

The tool records & stores every crimp made for professional
report building through both ONE-KEY™ app and ONE-KEY™
adaptor

ONE-KEY™ tool tracking & security offers a free of charge
cloud-based tracking network and inventory management
platform for your tools. ONE-KEY™ also features a remote
locking functionality

Pre-crimp battery check automatically ensures enough charge
to complete each crimp

Brushless motor, REDLITHIUM™ battery pack and REDLINK™
electronic deliver power, run time and durability


